SanRex LEADING THE NEW POWER ELECTRONICS »»

SANMIG 400M

The SANREX SANMIG 400M is a full multi-process, multi voltage;
digital control, DC, CC/CV. MIG/STICKI/Lift TIG inverter power supply.
Standard features include: Digital inductance control, lift TIG start, job
Save &Load, VRD and cellulose E601 O

compatibility. This is the ultimate unit designed for precision LIGHT, PORTABLE, INDUSTRIAL AND DURABLE
MIG, DC TIG and stick welding.

The SANREX SANMIG 400MP is a full multi process, multi
voltage, digital control, DC, CC/CV, PulseMIG/MIG/STICKI/Lift
TIG inverter power supply. Standard features include: Pulse
MIG with 8 factory installed pulse programs, digital inductance
control, lift start, job save& load VRD and cellulose E601 O
compabllity. This is the ultimate unit designed for pulse MIG,
MIG, DC TIG and Stick welding.
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PARAMETERS SANMIG 400M
— Model ID-4000C-U1E
Description MIG (STEEL/STAINLESS), DC STICK, DC LIFT TIG
Rated Output 400A at 36V, 25% Duty Cyde
Welding Mode
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Open Circuit Voltage | Approximately 65 V at 230/460 VAC input
Approximately 18 V with low OCV circuitry enabled
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@ Input/Output at Three-phase Single-phase
Rated Load Voltage | Current | Voltage |Current 3 YEAR WARRAN I I
@ 208 | 67 | 208 | o7
Rated Input 230 61 230 87 . . .
uick Specifications
230 Moling Curant 2l 5 NA NG
Output Amperes 400 300 Processes
Output Volts 36 32 Input at No Load ﬁgé(gja“ﬁvev‘{;@t
@ KVA 28 20 0.5 Flux Core (FCAW)8
KW 18 12 013 Air Carbon Arc Gouging (CAG)
Input Industrial Applications
 Fabricati
m Input Voltage 208-230/460 VAC 3-Phase, 208-230 VAC 1-Phase . Ca:)t;r;:raugir;sn
Line Frequency 50/60 Hz + Repair/Maintenance and Instalation
Line Volts « Industrial Manufacturing
ihe VoIS . +/-10%
Compensation Input Voltage
= Input Cable AWG 8/4 SOOW, approximately 10 Feet long 208-230/460 1-3 Phase
M Dimensions 8.26in (210mm) x 17.12in (435mm) x 17.71in (450mm) o
Weight 56 Ib. (25 kg) e put

400 A at 36v, 25% Duty Cycle (STICK)

SANMIG 400M & SANMIG 400MP

Power Source come with: _
{% Power Cord 56 Ib (25kg)

3¢ Operating Manual 2x
3¢ Dinse 50mm Plugs

MaxOCVv
65

Dimensions
8.26in x 17.12in x 17.71in

Order Information

Part No: ID-4000C-UIE
Description: SANMIG 400M
Power Source

Part No: ID-4000MP-UIE
Description: SANMIG 400MP
Power Source
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